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Flight Control Systems

Control Yoke Universal Joint Kits for Piper Aircraft e O
Helps comply with AD 2010-15-10 e o
Save over 60% off Piper price. Just our reamers saves you $100 !!
e Individual parts also available separately. ———— e e
¢ Eliminates free motion for precise and responsive control. =
. e — (-]

e Replace worn or corroded joints. ®0
AD 2010-15-10 and Piper service bulletin 1197C requires inspection of the connection between the control g
yoke u-joint and the shaft on the forward (engine) end of the joint. This inspection is a convenient time to
replace worn out u-joints. McFarlane has kits including the u-joint, shaft, taper pins, taper reamer, drill bit A,
and other hardware to help comply with this AD, all at a fraction of the cost of buying the parts from Piper.

Universal Joint Kits for Piper Aircraft Part Number [Description [Qty | [Part Number [Description [Qty
Model Serial Number Left (Pilot) Right (Copilot) UJP-KT-1 UJP-KT-4
PA-28-140* [28-20001 thru 28-20160 UIP-KT-3 or 3T |UJP-KT-5 or 5T CA62834-802 |Universal Joint [1 62834-000 _|Universal Joint [1
PA-28-140* |28-20161 thru 28-21845 UIP-KT-4 or 4T __ [UJP-KT-5 or 5T 62716-006 | Shaft 1 62716-004 __[Shaft 1
PA-28-140* |28-21846 thru 28-21930 UIP-KT-1 or 1T [UJP-KT-2 or 2T AN386-1-6A | Taper Pin 2 AN386-1-6A [Taper Pin 2
PA-28-140*  [28-21931 thru 28-21934 UIP-KT-4 or 4T |UJP-KT-5 or 5T AN960-10 Washer 2 AN960-10 Washer 2
PA-28-140* [28-21935 thru 28-25400 UIP-KT-1 or 1T [UJP-KT-2 or 2T AN975-3 Washer 2 AN975-3 Washer 2
PA-28-140*  [28-25401 thru 28-7725290 UIP-KT-2 or 2T __ [UJP-KT-2 or 2T 404-526 Nut 2 404-526 Nut 2
PA-28-150* [28-1 thru 28-1760, 28-03, 28-1760A |UIP-KT-3 or 3T |UJP-KT-5 or 5T 404-156 Nut 2 404-156 Nut 2
PA-28-150* [28-1761 thru 28-3377 UIP-KT-4 or 4T [UJP-KT-5 or 5T UJP-KT-1T UJP-KT-4T
PA-28-150* |28-3378 thru 28-4377 UIP-KT-1 or 1T |UJP-KT-2 or 2T UJP-KT-1 See above 1 UIP-KT-4 See above 1
PA-28-151 All UJP-KT-2 or 2T UJP-KT-2 or 2T 6532 Taper Reamer |1 6532 Taper Reamer |1
PA-28-160* |28-1 thru 28-1760, 28-03, 28-1760A |UIP-KT-3 or 3T __|UJP-KT-5 or 5T 6533 #5 Drill Bit 6533 #5 Drill Bit 1
PA-28-160* |28-1761 thru 28-3377 UIP-KT-4 or 4T __ |UJP-KT-5 or 5T UIP-KT-2 UIP-KT-5
PA-28-160* 28-3378 thru 28-4377 UJP-KT-1 or 1T UJP-KT-2 or 2T CA62834-802 |Universal Joint |1 62834-000 Universal Joint |1
PA-28-161 All UIP-KT-2 or 2T __ |UJP-KT-2 or 2T 62716-007 | Shaft 1 62716-007 | Shaft 1
PA-28-180* [28-671 thru 28-1760, 28-03 UIP-KT-3 or 3T |UJP-KT-5 or 5T AN386-1-6A | Taper Pin 2 AN386-1-6A | Taper Pin 2
PA-28-180* [28-1761 thru 28-3377 UIP-KT-4 or 4T __ |UJP-KT-5 or 5T AN960-10 Washer 2 AN960-10 Washer 2
PA-28-180*  [28-3378 thru 28-4377 UJP-KT-1 or 1T [UJP-KT-2 or 2T AN975-3 Washer 2 AN975-3 Washer 2
PA-28-180* |28-4378 thru 28-7505260, 28-E13 _ |UIP-KT-2 or 2T __|UJP-KT-2 or 2T 404-526 Nut 2 404-526 Nut 2
PA-28-181 All UIP-KT-2 or 2T |UJP-KT-2 or 2T 404-156 Nut 2 404-156 Nut 2
PA-28-201T _|All UIP-KT-2 or 2T _ |UJP-KT-2 or 2T UJP-KT-2T UIP-KT-5T
PA-28-235%* 28-10001 thru 28-10486 UJP-KT-3 or 3T UJP-KT-5 or 5T UJP-KT-2 See above 1 UJP-KT-5 See above 1
PA-28-235* [28-10487 thru 28-10719 UJP-KT-4 or 4T [UJP-KT-5 or 5T 6532 Taper Reamer |1 6532 Taper Reamer |1
PA-28-235* [28-10720 thru 28-11039 UIP-KT-1 or 1T __ [UJP-KT-2 or 2T 6533 #5 Drill Bit 6533 #5 Drill Bit 1
PA-28-235*  [28-11040 thru 28-7710089, 28E-11 _|UIP-KT-2 or 2T __|UJP-KT-2 or 2T UJP-KT-3
PA-28-236 _|All UIP-KT-2 or 2T [UJP-KT-2 or 2T 62834-000  |Universal Joint |1
PA-28R-180 |All UIP-KT-2 or 2T _ |UJP-KT-2 or 2T 62716-002 | Shaft 1
PA-28R-200 |All UIP-KT-2 or 2T _ |UJP-KT-2 or 2T AN386-1-6A | Taper Pin 2
PA-28R-201 | All UIP-KT-2 or 2T _ |UJP-KT-2 or 2T AN960-10 Washer 2
PA-28R-201T |All UIP-KT-2 or 2T _ |UJP-KT-2 or 2T AN975-3 Washer 2
PA-28RT-201 |[All UIP-KT-2 or 2T _ |UJP-KT-2 or 2T 404-526 Nut 2
PA-28RT-201T [All UJP-KT-2 or 2T [UJP-KT-2 or 2T 404-156 Nut 2 AV
PA-285-160* [28-1 thru 28-1760, 28-1760A UJIP-KT-3 or 3T |UJP-KT-5 or 5T UJP-KT-3T
PA-285-180* [28-671 thru 28-1760 UJP-KT-3 or 3T [UJP-KT-5 or 5T UIP-KT-3 See above 1
PA-285-180* [28-1761 thru 28-3377 UIP-KT-4 or 4T [UJP-KT-5 or 5T 6532 Taper Reamer |1
PA-285-180* |28-3378 thru 28-4377 UIP-KT-1 or 1T |UJP-KT-2 or 2T 6533 #5 Drill Bit 1 @_@ \
PA-285-180* |28-4378 thru 28-7105234 UIP-KT-2 or 2T _ |UJP-KT-2 or 2T @
PA-32-260% _|32-1 thru 32-600, 32-03, 32-04 UIP-KT-4 or 4T | UIP-KT-5 or 5T @4 ﬁ@% g
PA-32-260* _|32-601 thru 32-690 UIP-KT-1 or 1T |UJP-KT-2 or 2T > , ” %
PA-32-260*  [32-691 thru 32-7800008 UIP-KT-2 or 2T __ |UJP-KT-2 or 2T = i)
PA-32-300*  [32-03, 32-21 UIP-KT-4 or 4T __ [UJP-KT-5 or 5T @'
PA-32-300*  [32-40000 thru 32-40415 UJP-KT-1 or 1T [UJP-KT-2 or 2T g
PA-32-300*  [32-40416 thru 32-7940290 UJP-KT-2 or 2T [UJP-KT-2 or 2T /
PA-32-301 All UIP-KT-2 or 2T _ |UJP-KT-2 or 2T
PA-32-301T _|All UIP-KT-2 or 2T _ |UJP-KT-2 or 2T ~N
PA-32R-301 All UJP-KT-2 or 2T UJP-KT-2 or 2T Maintenance Tip:
PA-32R-301T |All UJP-KT-2 or 2T 1UJP-KT-2 or 2T How do I know if my universal joint needs to be replaced?
PA-32RT-300 [All UJP-KT-2 or 2T [UJP-KT-2 or 2T . .
PA-32RT-300T | All UIP-KT-2 or 2T |UIP-KT-2 or 2T A universal joint attaches to each control yoke shaft be-
PA-325-300* [32S-15 UJP-KT-4 or 4T [UJP-KT-5 or 5T hind the instrument panel. Replacement of the universal
PA-32S-300* |32S-40000 thru 32S-40415 UJP-KT-1 or 1T |UJP-KT-2 or 2T joint is required if any free motion or rust around the joint
PA-325-300* [325-40416 thru 325-7240137 UIP-KT-2 or 2T [UJP-KT-2 or 2T pivots is detected.
PA-34-200 All UIP-KT-2 or 2T __ |UJP-KT-2 or 2T
PA-34-200T _|All UIP-KT-2 or 2T _ |UJP-KT-2 or 2T What can I do if I cannot separate the shaft from the
PA-34-220T  |All UJP-KT-2 or 2T UJP-KT-2 or 2T universal joint?
PA-44-180  |All UIP-KT-2 or 2T |UIP-KT-2 or 2T We can help! McFarlane offers a service to remove stuck
PA-44-180T _[All UIP-KT-2 or 2T __ |UJP-KT-2 or 2T Ghafts. Call for details. )
* Partial model eligibility
U-Joint Taper Pin Removal Tool N\ Witness Hole Drill Fixture
e Part number TOOL107. Piper part number 766-585.
* Save time and money. ) A convenient tool to drill a witness hole in
e Makes removal of stuck pins easy. Piper universal joints per Piper
e Prevents damage from hammering behind the panel. service bulletin 1197C.
 Compact to get in tight places. Saves time! Avoids disassembly
e Durable 4140 Alloy Steel. of U-joint and shaft.
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Order Online at www.mcfarlaneaviation.com or Call 888-750-5251

“MC" prefix denotes McFarlane Aviation, Inc. manufacture



