Miscellaneous  McFarlane

FAA-PMA Approved

Cowl Attach Plates and Bushings for Piper Aircraft
Part Numbers MC69790-00 Bushing with Retaining Ring
MC69791-000 Plate (Includes Bushing and Retaining Ring)
New bushing material. Stronger and Tougher!

e High temperature stainless steel plates and retaining ring.
e New tan bushings will last much longer than the old Nylon or Teflon® bushings!

e Save up to 50%

Model Series Serial Numbers Model Series Serial Numbers 4
PA-28-150 28-1761 and On PA-28R-201 All ’
PA-28-160 28-1761 and On PA-28RT-201 All
PA-28-180 28-1761 and On PA-32-260 All
PA-28-181 28-7690001 and On PA-32-300 All
PA-28-235 28-10003 and On PA-32R-300 All - _
PA-28R-180 28-30005 and On PA-32RT-300 All m————_ ) i ; o )
PA-28R-200 28-35001 and On Retaining Ring Bushing Plate with Bushing and Retaining Ring
Motor Mount Bolt Lock Washer Cabin Entry Step for Cessna Aircraft
- Part Numbers
for Cessna Aircraft WAC711006-1 (left)
Part Number MC0851559-1 WAC711006-2 (right)
e Up to four times the locking power for less cost! e Stronger than the original
e FAA approved using stronger material than the original, allowing * Sealed and oiled to prevent internal corrosion
the standard washer to be eliminated. e Direct replacement for original
. Novs{ embos_sed for bettgr locking and n_o-_sllp |nstallat|9n. Model Serial Number
» Designed with six tabs instead of two giving extra locking power. 170, 170A,B 18000 thru 27169
: 180, 180A,B,C,D,E,F 30000 thru 18051312
e Easier to use 185, 185A,B,C,D,E, A185E* 1850001 thru 1851300
e Four lock washers required per engine. * Partial model eligibility
Madel Serial Number Manufactured by Williams Aircraft Company
180F,G,H,J,K 18051184 thru 18053203
185, 185A,B,C,D,E/A185E,F Al : :
182E,F,G,H,],K,L,M,N,P,Q,R 18253599 thru 18268615 Oil Access Door for Cessna Aircraft
A182],K,L,M,N/F182P,Q All Part Number WAC752000-56
188, 188A,B/A188/A188A,B/T188C All More affordable than other
205, 205A All | td .
206/P206, P206A,B,C,D,E All réplacement doors:
TP206A,B,C,D,E Al
U206, U206A,B,C,D,E,F,G All Model Serial Number
TU206A,B,C,D,E,F,G All 180-180G 30000-18051445
207, 207A, T207, T207A All 182-182G 33000-18255844
210, 210A,B,C,D,E,F,G,H,J,K,L,M,N,R Al 185-185C 185-0001-185-0776
P210N,R, T210F,G,H,J,K,L,M,N,R All 205-205A 205-0001-205-0577
310, 310B,C,D,F,G,H,1,J,K,L,N,P,Q,R All 206-U206 206-0001-U206-0437
T310P,Q,R, Al P206 P206-0001-P206-0160
320D,E,F All 210-210E 210-57001-21058715
411, 411A, 414 All o ) SAVE!
414A 414A0001 thru 414A0680 Manufactured by Williams Aircraft Company

PROP GUARD
Part Number FP1001 for two blades
Part Number CS1002 for three blades

R
—_— "
Anti-abrasion Boot for your metal propeller! \ Q %“&&m \
It is more economical to protect your propeller blades with )
PROP GUARD than to continually file, dress, paint and balance your blades until they have to be replaced.
Water, sand, rock, and airborne abrasives are constantly eroding your propeller. As the name suggests, this product can
eliminate this destructive process. Virtually all propeller blade failures start as leading edge nicks.

e PROP GUARD is a .018"” thick clear anti-abrasion boot that is bonded to the leading
edge of your propeller

e PROP GUARD is made from a special high strength heat processed polymer
engineered for centrifugal loads. It's NOT just a piece of tape!

e Easy to install (approximately 20 minutes installation time)
¢ No performance loss

Fully tested

e Repairable

e STC-PMA approved

Kit contains:
PROP GUARD laminate for a two or three bladed propeller, adhesion accelerator, placard,
lint-free cotton cloth, complete installation instructions and a copy of the STC.

Order Online at www.mcfarlaneaviation.com or Call 888-750-5251 “MC" prefix denotes McFarlane Aviation, Inc. manufacture 85





